STAINLESS STEEL KEYBOARDS

TKV-084-FIT-TOUCH-IP65-MGEH

[

PRODUCT FEATURES

e |ntegrated capacitive touchpad

e Also available as silicone-free version
e Flat key profile, square keys

e Robust stainless steel enclosure
e Ergonomic enclosure design

TECHNICAL DATA
Number of keys: 84
Keyswitch technology: Fit-Inox (Silicone keypad

with carbon contact)
Switch force: 15N
Switch travel: 1.5mm = 0.1 mm
Switching cycles: approx. 2 mill. (per key)
Protection level: IP65
Impact protection rate: IKO8
Housing material: stainless steel

Interface: USB
Operating temperature: ~ -10 °C to +50 °C

Storage temperature: -25°Cto +55°C
Dimensions: 393 x 154 x 23 mm
TECHNICAL DATA TOUCHPAD

Operating principle: capacitive

TECHNICAL INFORMATION

e |nformation about resistance to materials of stainless-steel keyboards you find at:
http://www.gett-group.com/content/service-condensed-chemical-resistance-keyboards-covered-stainless-steel

e Instructions about cleaning stainless-steel keybvoards you find at:
http://www.gett-group.com/content/service-cleaning-instructions

Cat. No. Product description Layout
Kv23203 TKV-084-FIT-TOUCH-IP65-MGEH-USB-DE German
Other language versions/ interfaces/ configurations available on request.
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