
gett.de
gett-group.com

TKV-084-TB25V-MODUL

Re
v.0

 0
6 

20
19

GETT Gerätetechnik GmbH

Mittlerer Ring 1 | 08233 Treuen | Germany
Tel:  +49 37468 660-0
Fax: +49 37468 660-66
E-Mail: info@gett.de
Internet: www.gett.de

Gett North America LLC

E-Mail: info@gett-na.com
Internet: www.gett-na.com

Gett Asia Ltd.

E-Mail: info@gett-asia.com
Internet: www.gett-asia.com

Number of keys: 84
Mounting type: front panel with threaded bolts
Front platel material: stainless steel
Keyswitch technology: carbon contacts
Switching cycles: approx. 10 mill. (per key)
Operating force: 1.0 N
Switch travel: 1.5 mm
Protection level: IP65 (stat.); IP54 (dyn.) (frontside)
Interface: USB 
USB compatibility:           USB V1.1 compliance
Operating temperature: 0 °C to +65 °C
Storage temperature: -25 °C to +80 °C

Dimension: 370 x 145 x 37 mm
Weight: 2200 g

TECHNICAL DATA TRACKBALL

Material: stainless steel
Operating principle: mechanical
Tracking force: 70 g
Diameter: 25 mm

Cat.No. Product description Layout
KV01216 TKV-084-TB25V-MODUL-USB-DE German
KV01217 TKV-084-TB25V-MODUL-USB-US US 
Other language versions / interfaces / configurations available on request.

• Vandal proof front panel keyboard
• Comfortable typing feel
• Robust and durable

• Resistant to dirt, dust and liquid 
• Integrated 25 mm trackball
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TECHNICAL DATA

PRODUCT FEATURES

STAINLESS STEEL KEYBOARDS 
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TKV-084-TB25V-MOD-1

Gezeichnet

Geprüft

Datum
Name

19.09.2011
29.11.2013

A.Zeeh
A.Zeeh

GETT Gerätetechnik GmbH
Mittlerer Ring 1
D-08233 Treuen
Tel. 037468/660-0; Fax. -66

Maßstab:          (bei A2)
Rohmaterial:
Materialdicke:

Freimaßtoleranz
DIN ISO 2768
T1-
T2-

Oberfläche
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Maße

  

 

 

Masse:
-

 

Maßeinheit
mm

Schutzvermerk ISO 16016
beachten

370,0

145,0

R3,0 3,0

30,0

37,0

9,0

M2,5

349,3

125,0

134,0

359,0

215,4

71,8
5,5

5,5

10,4

10,0

174,6

62,5

R12,5

351,3

127,0

3,0

35,9
71,8

71,8

67,0 67,0

Einbauausschnitt


